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Enter the 2nd item
"Drag Brake Force"

Turn off the ESC
Turn on the transmitter

Hold the SET key
Switch on the ESC

Red LED fl ashes

Red LED fl ashes 1 time, choose "0%"
Red LED fl ashes 2 times, choose "5%"
Red LED fl ashes 3 times, choose "10%"
Red LED fl ashes 4 times, choose "20%"
Red LED fl ashes 5 times, choose "40%"
Red LED fl ashes 6 times, choose "60%"
Red LED fl ashes 7 times, choose "80%"
Red LED fl ashes 8 times, choose "100%"

Red LED fl ashes 1 time, choose "None"
Red LED fl ashes 2 times, choose "2.6V"
Red LED fl ashes 3 times, choose "2.8V"
Red LED fl ashes 4 times, choose "3.0V"
Red LED fl ashes 5 times, choose "3.2V"
Red LED fl ashes 6 times, choose "3.4V"

Press SET key to choose the value, the 
fl ash times of Red LED means the serial 
number of the value (1 time means the 1st 
value, 2 times means the 2nd value, etc.) 

Red LED fl ashes 1 time to choose
"Forward with brake"
Red LED fl ashes 2 times to choose
"Forward / Reverse with brake"
Red LED fl ashes 3 times to choose
"Forward / Reverse"

Enter the 3rd item
"Low Voltage Cut-Off"

Enter the Nth item

Enter the 1st item
"Running Mode"
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